


HD iCube™ 
Single Channel HD Recording, Data Logging and Streaming Unit

GENERAL:

Power Supply
Power Consumption
Operating temperature
Weight
Dimensions (WxHxD)
Recording Formats
File Format
Case

External Connections
Capacity

LCD Monitor

Data Logging
AV & Data Archive 
Number of AV Inputs

VIDEO & DATA:
HD & SD Input
HD & SD Output
Formats

Sampling and Quantisation
Analogue Streaming 
Data Logging

AUDIO:
Input
Output
Channels

Sampling and Quantisation

OPTIONAL ACCESSORIES:
Additional Storage

Ruggedised Case

Features and technical specification are subject to change without notice.
Weight and dimensions are approximate.
1 - year RTB warranty.

AC 110-240V
550W Power Supply
0-40˚C, 32-104˚F 
up to 28 Kg, 60lb - dependant upon drive capacity and size
430mm(W) x 184mm(H) x 436mm(D)

.AVI (Windows), .WMV (Windows), .flv (Flash Media)
Uncompressed HD

7” Hitachi touchscreen, 640 X 480 ~ 1900 x 1200 @ 60Hz full colour HD
Desk or rack mount (4U) reinforced aluminium frame 

2 x Gigabit Ethernet, USBII, 3 x Firewire, eSATA, external optical (optional)  
6 x 750 GB SATA Raid 0, 150 MB/s 576i uncompressed  20 hrs 
6 x 750 GB SATA Raid 0, 150 MB/s 1080i uncompressed 9 hrs

Ethernet link to external loggers  
Internal SQL sevrer for reference to data and video files  
1 X Dual HD-SDI, 1 X component, composite video

2 x BNC (Dual-Link)  
2 X BNC (Dual Link)  

1920 x 1080p - 23.98, 24, 25, 29.97, 30 
1920 x 1080i - 25, 29.97, 30

1280 x 720p - 50,59.94,60

HD-SDI and DV embedded via Firewire, AES/EBU

10-bit 4:2:2 YUV & 10-bit RGB
1 x composite input (optional)  

Web service data transfer from logger to iCube overlay via Ethernet

HD-SDI and DV embedded via Firewire, AES/EBU, headphones
SDI - 8 channels
AES/EBU - 8 channels

PAL (625, 25i) 
NTSC (525, 29.97i)

48 kHz 16-bit 

The HD iCube™ is a desktop unit with removable rack mount 
ears (4U). Data can be overlaid as part of a design package 
(optional). The unit can be fitted with internal drives trays for 
easy access (optional). Removable SATA caddies with 1.5TB 
capacity make it easy to transfer data and video quickly. 
eSATA, Gb Ethernet (x2) and Firewire are all supported. 

HD iCube™ ruggedised field unit

HD iCube™ desktop unit

The HD iCube™ has a ruggedised option. Full waterproof (IP65) 
rated for the best protection against damage when shipping, 
travelling or on location. 

Removable drive trays with 2 X 750 GB SATA, swappable enclosures 
Support for external raid eSATA or 10 GBs optical 

Reinforced military grade case with internal shock mounts. 
IP65 rated for field and on location protection 
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RS-232
Gigabit Ethernet x 2 
eSATA DVI

Firewire x 3 (IEE 1394a)
USBII Audio

HD-SDI Out 

Component video 

HD-SDI In 
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